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Safety is key.

This corrosion-resistant chain shortener is manufactured from 
high-grade stainless steel and has a welded-in BWI transition 
link for the simple, effortless link-by-link shortening of stainless 
steel chains. In addition to being extremely convenient in its 
application, the shortener also offers the benefit of easy retrofitting 
in assembled systems and ensures that the chain cannot fall out 
even when it is shortened, as its proper weight will always lock it in 
place. The stamp and CE-mark ensure that the product is clearly 
identifiable. 

Preferred areas of application for the VLWI shortener are water 
and wastewater applications and the product can also be used in 
connection with chemicals and food products; however, restrictions 
will apply and we recommend that you contact the manufacturer 
for advice prior to exposing the product to such use.

Code    Load capacity 
[kg]

e 
[mm]

e1 
[mm]

a 
[mm]

d 
[mm]

d1 
[mm]

g 
[mm]

Weight 
[kg/pc.]

VLWI 5/6-6 900 80 114 52 16 26 8 0.22

VLWI 7/8-6 1,600 111 156 68 22 34 11 0.57

VLWI 10-6 2,500 133 186 86 27 40 12 1.06

VLWI 13-6 4,250 169 242 108 32 52 16 2.22

VLWI 16-6 6,300 204 284 134 38 64 20 4.16

VLWI Chain shortener

Number close to code constitutes chain, used in combination with product.

Correct application

 

Correct applicationCorrect application

 

Wrong application

VLWI Chain shortener
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Stay in the loop.

Special applications such as the lifting of pumps require user-
friendly solutions that simplify work processes and comply with all 
legal regulations. For pewag, these aspects are a matter of course 
– and the LCWI loop connector is a prime example of a product 
that encompasses all of them. 

With the loop connector, forming loops even through narrow eyes 
(they must of course be large enough to feed the chain through) 
is easy, quick and does not require an additional connecting link. 
The loops will not tighten and, thanks to the special design, it is no 
longer necessary to reduce the load capacity down to 80 % when 
using a loop.

The connector is stamped with the manufacturer's 
symbol, CE marking and batch number and comes with a full 
operating manual.

Code    Load capacity 
[kg]

e 
[mm]

d 
[mm]

a 
[mm]

b 
[mm]

c 
[mm]

Weight 
[kg/pc.]

LCWI 5-6 C 630 31 6 10 6 12 0.068

LCWI Loop connector

 

 

  

 

 

LCWI Loop connector
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SSWI Safety shackle

Withstands any vibrations. 

Yet another quality product made from high-grade steel that is 
forged, stamped and tested to within an inch of its life before it 
is put to use. This stainless steel safety shackle with a reinforced 
suspension bolt is designed for use as an end fitting in chain 
and wire rope slings and in connection with pump chains for the 
lifting of submersible pumps and breathers, where maximum 
safety is key. The product comes with a safety mechanism to 
protect against unintentional release. Please note that it cannot be 
mounted directly onto the chain and onto some transition links.

If used correctly, the SSWI Safety shackle easily withstands 
vibrations. Each of these safety products bears the CE-mark and 
has a code on the bolt and pins for added traceability. 

Preferred areas of application for the shackle are water and 
wastewater applications and the product can also be used in 
connection with chemicals and food products; however, restrictions 
will apply and we recommend that you contact the manufacturer 
for advice prior to exposing the product to such use.

 

Code    Load capacity 
[kg]

e 
[mm]

a 
[mm]

b 
[mm]

d 
[mm]

d1 
[mm]

c 
[mm]

Weight 
[kg/pc.]

SSWI 0,5 t-S 1) 500 33 8 18 8 9 18 0.07
SSWI 0,9 t-S 2) 900 41 10 21.50 10 11 22 0.14

SSWI 0,63 t-S 2) 630 33 8 18 8 9 18 0.07

SSWI 0,63 t-S-W 2) 630 35 8 21.50 8 9 18 0.08

SSWI 1,6 t-S 2) 1,600 41 12 26 12 13 25 0.22

SSWI 1,25 t-S 1) 1,250 41 12 26 12 13 25 0.22

SSWI 2,5 t-S 2) 2,500 62 15 36 15 17 32 0.52

SSWI 2 t-S 1) 2,000 62 16 35 16 17 32 0.52

SSWI 3,2 t-S 1) 3,200 78 19 41.50 19 21 47 1.00

SSWI 4,25 t-S 2) 4,250 78 18 42 18 21 46 1.00

SSWI 5 t-S 1) 5,000 109 25 56 25 29 60 2.40

SSWI 6,3 t-S 2) 6,300 109 24 58 24 29 59 2.40
SSWI 26-C 13,000 152 34 76 34 38 75 5.80
1) Discontinued article
2) Will be available shortly

Other sizes and special models available on request! 
Stronger shackles are also available on request.

SSWI Safety shackle

 

Bolt safety mechanism: 
S = with safety splint 
C = with bolt adhesive
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PLGWI pewag winner 
profilift gamma inox. 
Patented, rust-resistant comfort.

Naturally, the PLGW lifting point is also available in a corrosion-
resistant version – as the PLGWI Eyebolt, offering all the tried-
and-tested pewag advantages: versatility when it comes to areas 
of application, accurately fitted measurements, optimised load 
capacities and unsurpassed ease-of-use. But the PLGWI offers 
even more than that:

The eyebolt is 360° rotatable, comes with an interchangeable 
special screw that is 100 % crack-tested and marked with the 
load capacity and the thread size! An integrated sleeve protects 
the surface of the load. The batch number displayed on all load-
bearing parts such as the eye and screws as well as the serial 
number make identification, traceability and performance of 
mandatory, regular inspections simpler than ever.

Additional benefits of the PLGW inox lifting point:
•  Extendable areas of application thanks to Duplex steel with 

heightened corrosion-resistance.
•  With the “Basic” version, the PRE/N value that determines the 

alloy composition and thus also the level of corrosionresistance 
lies at approx. 34.

 
PLGWI Supreme: tool-free assembly and disassembly 
Latch in position 1: Latch is not in contact with the screw. 
(fig. PLGWI Supreme rotatable)
•  The latch is held in place with a patented spring.
•  The eyebolt is rotatable.
 
Latch in position 2: Latch is in contact with the screw. 
(fig. PLGWI Supreme disassembly)
•  The latch is held in place with a patented spring.
•  The eyebolt is not rotatable, i.e. the fastening torque  

is transmitted to the screw and thus the eyebolt can  
be (re-)assembled.

 
PLGWI Basic: 
 
A simplified alternative is the pewag PLGWI pewag winner profilift 
gamma inox basic. Offering the same benefits as the pewag PLGW 
Supreme in terms of measurement, load capacity and application, 
the pewag PLGW Basic differs solely when it comes to assembly, 
as mounting and removing requires the use of a hexagon Allen 
wrench.

For the “Supreme” version of the PLGWI lifting point, the name 
really says it all: Its tool-free assembly is patented and unique. 
The “Basic” version requires a hexagon Allen wrench for 
mounting and removal. The basic version is made exclusively 
from Duplex, with ring, screw and sleeve manufactured 
from 1.4462. In the “Supreme” version, the elements of the 
latching system are made from corrosionresistant material. 
Each eyebolt comes with an operating manual that contains 
detailed information on usage as well as a load capacity table 
categorised by lifting method, number of legs and angle of 
inclination, for easy reference whenever you need it.

PLGWI Supreme – tool-free handling

PLGWI Basic – assembly with toolsPLGWI Supreme rotatable PLGWI Supreme dis-/assembly

PLGWI inox 
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Please refer to the tables with technical data for all corresponding values

Permitted directions of pull Non-permitted directions of pull

Method of lifting 
Number of legs 
Angle of inclination

C 
1 
0°

D 
1 
90°

E 
2 
0°

F 
2 
90°

G 
2 
0-45°

G 
2 
45°-60°

H 
3+4 
0°-45°

H 
3+4 
45°-60°

I 
2  
asymm.

J 
3+4 
asymm.

Code    Thread 
[mm]

Fastening torque 
[Nm]

Load capacity
[kg]

PLGWI 2 t M20 Simply tighten by hand 3,800 2,000 7,600 4,000 2,800 2,000 4,200 3,000 2,000 2,000

Code    Thread 
[mm]

Load capacity 
[kg]

a 
[mm]

b 
[mm]

c 
[mm]

d 
[mm]

e 
[mm]

f 
[mm]

n 
[mm]

n max 
[mm]

A 
[mm]

Weight 
[kg/pc.]

PLGWI 2 t M20 2,000 40 72 17 40 80 45 30 160 12 0.60

Permitted usage 
For load capacities in the permitted directions of pull, please 
refer to the load capacity table.
•  Adjust the lifting point in the permitted load direction before 

loading.
•  Loadable with a 4-fold safety factor under break in all 

directions.
 
Non-permitted usage 
During assembly, ensure that improper loading cannot arise 
due to any of the following factors.
•  Direction of pull is obstructed.
•  Direction of pull is not within the indicated area.
•  Loading ring rests against edges or loads.
 
For additional details and information, please refer to the full 
operating manual. 
  
Each lifting point comes with an individual serial number. 
  
For detailed information such as method of lifting, number 
of legs, angle of inclination etc., please refer to the tables 
with the technical data.

b

M

f

e

n

c

d

a

PLGWI inox 
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CBHWI Bolts + safety bush

Because safety comes first.

Any whole is more than the sum of its parts – and this is particularly 
true for the high-quality combinations within the pewag portfolio. 
The CBHWI safety set that goes with the Connex connector 
consists of a stainless steel suspension bolt and a spiral spring 
(Mat. 1.4462) that is set in an enlarged synthetic sleeve for 
particularly easy fitting, ensuring that the suspension bolt always 
locks perfectly in place. 

Variety of use: CBHWI Bolts and safety bushes for grade 6 plus 
correspond to the design of CBHWI grade 5 and may therefore 
also be used as replacement parts. Please note the modified 
material properties of grade 6 plus!

Code    For connecting link

CBHWI 5-6 CWI 5-6
CBHWI 6-6 CWI 6-6

CBHWI 7/8-6 CWI 7-6 + CWI 8-6

CBHWI 10-6 CWI 10-6

CBHWI 13-6 CWI 13-6
CBHWI 16-6 CWI 16-6

CBHWI Bolts + safety bush
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SFGWI Safety catch set

Extra strength you can count on.

It’s all in the name: Safety is what this stainless steel safety catch 
set with an extra-strong spring and rivetable safety pin is all about. 
The catch is simple to use and its quality speaks for itself, with 
even the tiniest parts manufactured to absolute perfection.

Code    For hook

SFGWI 5 HSWI 5 stamped HSK 5 or HK 5
SFGWI 7 HSWI 7 stamped HSK 7 or HK 7

SFGWI 10 HSWI 10 stamped HSK 10 or HK 10

SFGWI 13 HSWI 13 stamped HSK 13 or HK 13

SFGWI 16 HSWI 16 stamped HSK 16 or HK 16

SFGWI 5/6-6 HSWI 5/6-6 stamped HSWI 5/6-6

SFGWI 7/8-6 HSWI 7/8-6 stamped HSWI 7/8-6

SFGWI 10-6 HSWI 10-6 stamped HSWI 10-6

SFGWI 13-6 HSWI 13-6 stamped HSWI 13-6
SFGWI 16-6 HSWI 16-6 stamped HSWI 16-6

SFGWI Safety catch set
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IDWOX Identification tag

New look.

pewag always remains focused on continuously improving
its products wherever possible. For this reason, our lifting 
identification tags now come in a rectangular shape with notches at 
the sides, which offers several benefits, all leading towards greater 
safety. The tags are made from corrosion-resistant material and are 
attached to the sling with a quick-release fastener, also corrosion-
resistant, thus significantly improving safety for the user.  
The idea was to eliminate the errors that were made repeatedly 
in the past, when users took the number of corners of the 
identification tag and the chain dimensions to work out the 
maximum load capacity without taking the markings on the 
identification tag into consideration. This is due to the fact that 
in all standard documentation for lifting chains, the number of 
corners featured by the identification tag corresponds to the grade 
category of the lifting chain. However, standards only ever describe 
the minimum requirements of a product and may of course  
be exceeded.

A rectangular identification tag effectively prevents these sort of 
errors from occurring and offers users the following benefits: 
 
•  Prevents misjudging the carrying capacity of the lifting chain as 

the user is forced to look at the tag prior to each lifting process.
•  When the marking is not observed, the lifting chain will be 

classed as a maximum grade 4.
•  Corrosion-resistant; therefore resistant to acids, caustics and 

their vapours.
•  It is assembled to the chain sling with a mounting device which 

makes the identification tag undetachable.
•  All information is engraved, allowing for customer-specific 

markings.
•  Pre-stamped year dates for periodic inspections make the date 

of the last inspection immediately apparent.
•  For periodic inspections, only the month needs to be stamped.
•  2 in 1: TKWI replaces another tag for test intervals. 
 

Code    For lifting chains Consisting of

IDWOX G6 for chain 4 + 5 
Identification tag set neutral

I- and multi-leg slings tag + master link open 5 x 28 + 
safety information

IDWOX G6 for chain 6 + 26 
Identification tag set neutral

I- and multi-leg slings tag + master link open 8 x 62 + 
safety information

IDWOX Identification tag

 

Fully customisable.

Quality should never have to remain anonymous. This stainless 
steel ID tag set, consisting of a TKWI identification tag and 
a mounting device, is now fully customisable to engrave the 
customer name or any other logo. Inspection data may also be 
entered and a plaque for different grade classifications makes 
things easier for technicians!


