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pewag Conveyor Chains

pewag Conveyor
Chains

pewag - high quality
Conveyor Chains

pewag conveyor chains are made from fine - grained, non -
ageing special CrNi-, CrNiMo-, MnCr - alloyed steel.

By ensuring optimum heat treatment pewag maintain high gua-
lity standards.

pewag conveyor chains have consistently high core quality
which gives resistance to shock loadings and ensures maximum
breaking loads and excellent fatigue strength can be achieved.

Case hardened conveyor chains can be used for operating tem-
peratures of up to 200 °C (392°F) without loss of surface hard-
ness.

Cross section at the interlink point of contact

—

—

X X

E10 E 14
Quality grade GBOE10 Quality grade GBOE14
Carburizing depth E10 Carburizing depth E14
= 0,10 x chain dia. = 0,14 % chain dia.

The chains are manufactured with very close production toleran-
ces to ensure a smooth, parallel run over the sprockets.

All round steel chains and components are matched regarding
to strength and uniform hardness, to minimize the wear and pro-
vide the greatest possible wear life and maximum chain life, to
guarantee a long lasting chain system.

Extensive range of pewag conveyor chains up to 38 mm, chain
couplings, chain sprockets, guide wheels, flight bars with flight
attachments provide the optimum design for scraper conveyors
in the bulk industry.
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HV Round steel chains

HV-chains made from CrNi- or CrNiMo-special alloyed steel are

suitable for scraper conveyors with high dynamic and static . . “ o = _
loads. Supplied as matched pairs - for an exact parallel run of G—'@—'-@ W

the chain links.

Surface finish: polished and waxed o
Y7 3 BT e g o
I — 22 L N
R S T s T
) oo —— e ———= == =1
1] _J aS_ll
L
L]
HY
= . "+ |
Chain Chain with Chain with Weight Standard Standard G80 E10 GB80 E10 GB80 E14 G80 E14
dxt bi min. ba max. length length L Proof load Breaking- Proofload Breaking-
Links load load
[mm] [mm] [mm] [kg/m] [mm] [mm] [KN] [KN] [<N] [kN]
10x 38 125 34 2,10 527 20.026 38 64 - -
14 x50 16,3 17 410 215 10.750 74 128 65 110
16 x B4 20 55 5,30 167 10.688 96 160 84 140
19x75 22 63 7,40 143 10.725 135 227 17 198
22 x 86 26 74 9,90 119 10.234 182 304 160 266
26 x 100 a1 a7 13,80 83 8.300 255 425 220 370
30x 120 36 102 18,70 47 5.640 340 566 300 500
34 x136 39 113 23,80 35 4.760 425 710 ars 630
38 x 144 44 127 30,00 29 4.176 530 910 480 800

Further dimensions and qualities on request,

Technical Datas

Chain length L production tolerance = +0,3 /-0,15% = 0,45%
total; this means that the difference between chain lengths of
10 m is max. 45 mm.

Chain length production tolerance A S of matched chain
lengths is 0,05% or max. 3 mm for two or multiple chain strand
COnVeyors

Example of the order
16 pcs. HV-chains 22 x 86 GBOE10 L = 119 links = 10.234 mm
each, supplied as matched pairs

) S Garburizing depth HT,& after macruet{;hing;
Quality grade GBOE10 GBOE14 "300u.340-0,09d;380-0,08d
4300-012d;340-0,11d;38@-0,09 d
Breaking stress [N/mm?] 400 350 o bard sl EtE M
ase hardening deptl 550 3:
P 1 N/mm= 4 21
oot amees (Wil e 2 9300 u.340-0,05d;380-0,04d
Breaking elongation apprx. [%] 2 2 Y130@-0,08d:340-0,07d:380-0,05d
Surface hardness at interlink HV 10 800 800
Carburizing depth HTA .. d +/- 0,01d 010" 0,14 %
Case hardening depth EHT 550 HV 3 ... 0,069 0,094
d min.

Material incl. d = 22 mm: CrNi-alloyed
Material from d = 26 mm: CrNiMo-alloyed

ProofiBreaking load tolerance -10% permissible depending on the
batches

Conveyor Chains and Components @
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Chains and Components

DSZ Round steel chains

DSZ-chains made from MnCr-special alloyed steel for scraper
conveyors with medium dynamic and static loads. Supplied as
matched pairs - for an exact parallel run of the chain links.

Surface finish: polished and waxed

~ 7o [ v - = o
| e e e
Slc-...g—__ e = = =L =
- : - t ﬁS -

D5z

Chain Chain with Chain with Weight Standard Standard G40 E10 G40 E10 G40 E14 G40 E14
dxt bi min. ba max. length length L Proof load Breaking- Proofload Breaking-

Links load load
[mm] [mm] [mm] [kg/m] [mm] [mm] [kN] [kN] [kN] [kN]
14 x50 16,3 47 410 215 10.750 39 78 32 64
16 x 64 20 55 5,30 167 10.688 50 100 42 84
19x75 22 63 7.40 143 10.725 Il 142 60 120
22 x 86 26 74 9,90 119 10.234 95 190 80 160
26 x 100 31 87 13,80 83 8.300 128 255 110 220
30x120 36 102 18,70 47 5.640 171 342 148 206
34 x 136 39 113 23,80 35 4.760 250 500 190 380

Further dimensions and gualities on reguest.

Technical Datas

Chain length L production tolerance = +0,3 /-0,15% = 0,45%
total; this means that the difference between chain lengths of
10 m is max. 45 mm.

Chain length production tolerance A S of matched chain
lengths is 0,05% or max. 3 mm for two or multiple chain strand
conveyors

Example of the order
16 pcs. DSZ-chains 22 x 86 G40E10 L = 119 links =
10.234 mm each, supplied as matched pairs

Quality grade G40 E10 G40E14
Breaking stress [N/mm?] 250 210
Proof stress [N/mm?] 125 105
Breaking elongation apprx. [%] 2 2
Surface hardness at interlink HV 10 800 800
Carburizing depth HTA ... d +/- 0,01d 010" 0,142
Case hardening depth EHT 550 HV 3 ... 0,063 ¥ 0,099

d min.

Material: MnCr-alloyed

Proof/Breaking load tolerance -10% permissible depending on the
batches

Q Conveyor Chains and Components

Carburizing depth HTA after macroetching:
"30ou 340-009d
#30pv-0,12d;340-0,11d

Case hardening depth EHT 550 HV 3
"30ou.340-005d
“302-0,08d;340-007d
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Chain system with chain sprockets

highly wear resistant

Chain system with pocket wheels

highly wear resistant

Conveyor Chains and Components G
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KHV Chain couplings

@

C
. . R h an

Chain coupling for individual chain lengths HV and DSZ.

The chain couplings have the same technological characte- i

ristics as the corresponding highly wear resistant chains. Pay =T

attention that the couplings should be assembled and installed ke &

according to the instructions included in the packaging. These ;:

couplings can only be mounted as vertical links. Run over

sprockets, pocket wheels, plain chain wheels with or without

groove. A \

Surface finish: shotblasted and waxed _|d] b

KHV

Type d t a b c Weight

KHV Chain couplings [mm] [mm] [mm] [mm] [mm] [ka/pec.]
KHV 22 x 86 22 86 58 74 27 1,70
KHV 26 % 100 26 100 62 87 30 2,20
KHV 30 x 120 30 120 70 105 36 3,00
KHV 34 x 136 34 136 82 17 40 470
KHV 38 x 144 38 144 95 134 47 5,50

Scope of delivery
2 pcs. KHV-halves, 2 pcs. safety pins and safety nut or 1 pc.
locking pin and 1 pe. safety pin DIN 1481

Example of the order
20 pcs. chain couplings KHV 22 x 86

Conveyor Chains and Components
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VHV Connecting links

Connecting link for individual chain lengths HV and DSZ. The

connecting links have the same technological characteristics as the

corresponding highly wear resistant chains. Pay attention that the

connecting links should be assembled and installed according to the ‘_’ g

instructions. These couplings are mounted as vertical or horizontal 2

links in scraper conveyors with horizontal or only inclined conveying /

sections, but only as horizontal links in conveyors with horizontal

and additional inclined conveying sections. Run as vertical and

horizontal links over sprockets, plain chain wheels with or without

groove, but are only mounted as vertical links for pocket wheels.

Surface finish: shotblasted and waxed

VHY

Type d t bi ba Pin Weight

VHV Connecting links [mm] [mm] [mm] [mm] DxL [ka/pe.]
VHV 14 x 50 14 50 16 46 4x14 0,25
VHV 16 x 64 16 64 20 54 5x16 0,40
VHV 19 x 75 19 75 22 65 5x20 0,65
WHV 19 x 120 19 120 22 65 5x 20 0,85
VHV 22 x 86 22 B6 26 76,5 6x22 1,00
WHV 26 x 100 26 100 31 87 8x26 1,50
VHV 30 x 120 30 120 36 102 10 x 32 2.56

WVHV 34 x 136 34 136 39,5 112 12 x 36 3,70

Scope of delivery
Connecting link, locking plate and 2 pcs. safety pins DIN 1481

Example of the order
20 pes. Connecting links VHV 22 x 86 G40E10

Conveyor Chains and Components 0
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VGS Connecting links

Connecting link for individual chain lengths, these connecting
links are always mounted as vertical links. Run over sprockets,
pocket wheels, plain and grooved wheels.

Surface finish: electro galvanized

VGS
Type t d bi ba [ Screw Weight
VGS Connecting links [mm] [mm] [mm] [mm] [mm] [ka/pe.]
VGS 10x 38 10 38 12 35 12 MEx12 0,12

Scope of delivery
2 pes. VGS-connecting halves, 2 pes. locking plates and
1 pc. screw DIN 7991-8.8

Example of the order
20 pcs. connecting links VGS 10 x 38

e Conveyor Chains and Components
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RHV-A and RHV-AG Chain sprockets

Sprockets for use with HV and DSZ - round steel chains with replace-
able and adjustable individual teeth, made from MnCr alloyed steel,
case hardened - highly wear resistant. Sprockets are welded steel fab-
rications, any number of teeth or hub design is available. Keyways are
machined in the hubs of matched wheels to ensure precise alignment
of the teeth. Hub design, bore diameter and key size can be specified
by the customer. Shimplates can be fitted to adapt the pitch circle dia.
of the sprocket to a chain lengthened due to wear in the interlink points
of contact. This ensures continued smooth running of the chain over
the spracket and the maximum use of the case hardened layer in the
chain. Shimplates and new teeth can be mounted without disassembly

the chain.

Chain sprockets RHV-A: with cleaning slots

Chain sprockets RHV-AG: with cleaning slots and tooth segments

pewag

RHV-A
Type Chain No. of Pitch circle-o Weight
RHV-A and RHV-AG teeth Dt apprx.
Chain sprockets dxt z* [mm] [ka/pe.]
RHV 14/8-50 14 x 50 2] 256 10,00
RHV 14/9-50 14 x 50 ] 288 13,00
RHV 14/10-50 14 x 50 10 318 17,00
RHV 14/12-50 14 x 50 12 383 27,00
RHV 16/8-64 16 x 64 8 327 17,00
RHV 16/9-64 16 x 64 9 369 26,00
RHV 16/10-64 16 x 64 10 409 36,00
RHV 16/12-64 16 x 64 12 490 54,00
RHV 19/8-75 19x 75 3] 384 33,00
RHV 19/9-75 19x 75 a 432 43,00
RHV 19/10-75 19x 75 10 479 56,00
RHV 19/12-75 19x75 12 574 86,00
RHV 22/8-86 22 x B6 8 440 47,00
RHV 22/9-86 22 x B6 9 495 62,00
RHV 22/10-86 22 x B6 10 549 82,00
RHV 22/12-86 22 x B6 12 659 134,00
RHV 26/8-100 26 x 100 g 512 72,00
AHV 26/9-100 26 » 100 9 575 100,00
RHV 26/10-100 26 x 100 10 639 137,00
RHV 26/12-100 26 x 100 12 766 190,00
RHV 30/8-120 30 x 120 2] 615 118,00
RHV 30/9-120 30 x 120 ] 691 160,00
RHV 30/10-120 30 x 120 10 767 205,00
RHV 30/12-120 30x120 12 919 280,00
RHV 34/8-136 34 x 136 8 697 194,00
RAHY 34/9-136 34 x 136 9 783 230,00
RHV 34/10-136 34 x 136 10 869 327,00
RHV 34/12-136 34 x 136 12 1041 450,00
RHV 38/8-144 38 x 144 8 738 240,00
RAHV 38/9-144 38 x 144 9 828 341,00
RHY 38/10-144 38 x 144 10 920 403,00
RHV 38/12-144 38 x 144 12 1103 498,00

* Any other number of teeth and sizes on request,

Hub length and hub diameter can be specified by the customer.

Conveyor Chains and Components @
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RHV-AG - style S1 RHV-AG - style 52

P [ L) [ RS W— -

Hub RHV-AG - style 51 RHV-AG - style 52

Sprocket tooth segments RHV-AG for existing hubs:

Style S1:

Individual teeth bolted to segmented disc

Style 82:

Individual teeth bolted into segmented disc

Required dimensions of the existing hub have to be specified.

Scope of delivery

Sprocket RHV-A with cleaning slots, replaceable and adjustable
individual teeth and machined hub.

Sprocket RHV-AG with cleaning slots, 2 pcs. tooth segments with
replaceable and adjustable individual teeth, machined hub, counter
plate and mounting bolts and nuts.

Example of the aorder

2 pes. drive sprockets RHV-A 22/10-86 - ready to install
for chain 22 x 86, No. of teeth z = 10

Hub length central | = 160 mm (80 + 80)

Hub bore dia. = 140 H7 and keyway acc. to DIN 6885

@ Conveyor Chains and Components
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EHV Individual teeth

Individual EHV made from MnCr - alloyed steel, case harde-

ned - highly wear resistant; surface hardness 800 HV10. The L
individual teeth can be adjusted with shimplates to adapt the /IL |
pitch circle diameter of the RHV - sprocket to a chain lengthe- i
ned due to wear in the interlink points of contact. This ensures r-" A
continued smooth running of the chain. VA I
N A
Surface finish: shotblasted and waxed P T
T
EHV
Type a b h Screw* Weight
EHV Individual teeth [mm] [mm] [mm] [kg/pec.]
EHWV 14 x 50 40 40 19 M8 x40 022
EHV 16 x 64 48 48 23 M 10 x 50 0,40
EHV 19 x 75 58 58 26 M 14 x 60 0,60
EHV 22 x B6 68 70 30 M16x 70 1,10
EHV 26 x 100 76 78 36 M1B8x 70 1,50
EHV 30 x 120 90 90 42 M 20 x 90 2,50
EHV 34 x 136 105 105 48 M 24 x 100 4,00
EHV 38 x 144 110 110 54 M 24 %110 5,50
EHV without shims * Mounting parts: hex. socket head cap screw DIN 7984 - 8.8; spring washer DIN 127 and hex. nut DIN 934 - 8.

Individual teeth with shimplates the screw length has to be advised.

EHV with shims

Scope of delivery
Individual teeth EHV with or without mounting screws and nuts

Example of the order
30 pes. individual teeth EHV 22 x 86 - without mounting screws
and nuts

Conveyor Chains and Components @
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IR Chain sprockets

Sprockets are welded steel fabrications either in one piece or
with replaceable tooth segments for drive and tail sections;
case hardened - highly wear resistant; fabricated steel spro-
ckets can be provided for every medium and long chain pitch-
tooth combination; any number of teeth available; hub design,
bore diameter, and key size can be specified by the customer.

Type Chain No. of Pitch cire- b Hub** Hub** Weight

IR .. [ ..~ W Chain sprockets teeth le o Dt* | DA

IR ../ .. - W-SEG Chain sprockets dxt z* [mim] [mm] [mm] [mm] [ka/pe.]
IR10/6-38 10 x 38 3] 147 34 65 70 3.50
IR10/8-38 10 x 38 8 195 34 65 70 4,60
IR 10/ 10- 38 10 x 38 10 243 34 a0 100 9,70
IR14/6-50 14 % 50 & 193 45 70 a0 6,20
IR14/8-50 14 x 50 g 256 45 20 100 12,00
IR14/10-50 14 x 50 10 320 45 100 110 17,00
IR 14 /15 -50 14 x 50 15 478 45 130 140 37,00
IR16/6 - 64 16 x 64 6 247 50 100 110 14,00
IR16/7 - 64 16 x 64 7 288 50 100 110 16,00
IR16/8-64 16 x 64 8 328 50 130 140 27,00
IR16/10-64 16 x 64 10 409 50 130 160 35,00
IR16/12-64 16 x 64 12 490 50 150 180 55,00
IR19/6-75 19x75 250 55 130 140 25,00
IR19/8-75 19x 75 8 384 55 150 170 43,00
IR19/10-75 19x 75 10 479 55 150 170 53,00
IR19/12-75 19x 75 12 575 55 200 220 97,00
IR22/6-86 22 x 86 & 332 64 150 160 38,00
IR22/7-86 22 x BB ¥ 387 64 150 200 57,00
IR22/8-86 22 x 86 8 441 64 200 200 75,00
IR22/10-86 22 x BB 10 550 64 200 230 105,00

e IR22/12-86  22x86 12 659 B4 220 250 142,00

* Any other number of teeth and sizes on request.
** Hub length and hub diameter can be specified by the customer.

Scope of delivery

Chain sprocket IR ... W, in one piece, case hardened and with
machined hub

Chain sprocket IR ... W-Seg, machined hub, 2 pcs. case har-
dened tooth segments, counter plate with mounting bolts and
nuts

Example of the order

2 pes. chain sprockets IR 16/10-64 W-Seg

ready to install

for chain 16 x 64, Number of teethz = 10

Offset hub: length | = 130, length 11 = 50

Hub bore dia. = 100 H7 and keyway acc. to DIN 6885

@ Conveyor Chains and Components

IRW-5EG

12



14/07/2020

Chains and Components

FDD Flight attachments

Flight attachment for severe service in two strand and multiple
chain strand conveyors, runs over chain sprockets and plain

chain wheels with or without groove, twa pins made from

MnCr-alloyed steel, forged and case hardened, highly wear

resistant, welded into steel plate, simple assembly and disas-
sembly on the slack chain, suitable for reverse operation, insert

flight attachment in vertical chain links, assembly flight bars

and tighten the nuts or bolts to the specified torque.

Surface finish: shotblasted-oiled

|

pewag

I .;,.}{b___..w.‘__)

FDD
Type Chain A B C D E F G | L K Weight
FDD Flight attachments dxt [mm] [kg/pe.]
FDD 14 x50 14 x50 17 40 12 15 38 45 Mi2 615 36 12 0,70
FDD 16x 64 16x64 150 50 15 19 48 52 M16 76 49 15 1,20
FOD19x75 19x75 175 60 20 21 58 65 M20 80 55 20 2,00
FDD22x86 22x86 200 70 20 25 68 i M20 1086 645 20 3,00
FOD 26 x 100 26x 100 235 80 20 30 72 85 M20 116 75 20 4,50
FDD 30x 120 30x120 280 90 25 35 85 98 M24 138 91 24 6,70
FDD 34 x 136 34x136 320 100 30 38 98 110 M27 155 105 30 10,00

Scope of delivery
FDD with tapped holes: without screws and nuts

FDD with threaded bolts: incl. 2 pcs. locking nuts DIN 980-8

Example of the order

100 pcs. flight attachments FDD 22 x 86 with threaded bolts

Conveyor Chains and Components @
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FDB Flight attachments

Flight attachment for severe service in two strand and multiple

¢
chain strand conveyors, runs over chain sprockets and plain iimie
chain wheels with or without groove; one forged pin and round i ———‘":._g
pin made from MnCr-alloyed steel, case hardened, highly wear = J:/’l‘\
resistant, welded into steel plate, simple assembly and disas- 1 Siinl i
sembly even on the tensioned chain; insert flight attachment in ul 4 SR
vertical chain links, assembly flight bars and tighten the nuts or l_’::Eﬁj |
bolts to the specified torque. o ‘ i—
R -
Surface finish: shotblasted-oiled T
FDB
Type Chain A B c D E F G I L K N Weight
FDB Flight attachments dxt [mm] [kg/pc.]
FDB14x50 14x50 117 40 12 15 38 45 M12 615 40 12 18 070
FOB16x64 16x64 150 50 15 19 48 52 M16 76 52 15 20 1,20
FDB19x75 19x75 175 60 20 21 58 65 MZ20 90 625 20 24 200
FOB22x86 22x86 200 70 20 25 68 71 M20 1068 725 20 23 3,00
g FDB26x 100 26x100 235 80 20 30 72 85 M20 116 85 20 28 4,50
FDB30x120 30x120 280 90 25 35 B5 28 M24 136 100 25 36 6,70
FOB34x136 34x136 320 100 30 38 98 110 M27 156 115 30 42 10,00

Scope of delivery
FDB with tapped holes: without screws and nuts

FDB with threaded bolts: incl. 2 pes. locking nuts DIN 980-8

Example of the order

100 pcs. flight attachments FDB 22 x 86 with threaded bolts

@ Conveyor Chains and Components

12



14/07/2020

Chains and Components

KFB Flight attachments

Flight attachment for severe service in two strand and multiple
chain strand conveyors, runs over chain sprockets and plain
chain wheels with and without groove, made from MnCr-steel,
forged and case hardened, highly wear resistant, welding area
prepared for welding to flight bar, simple assembly and disas-
sembly on the slack chain, suitable for reverse operation.

Surface finish: shotblasted-oiled

pewag

Type Chain K D E I Weight
KFB Flight attachments dxt [mm] [mm] [mm] [mm] [ka/pe.]
KFB 16 x 64 16 x 64 135 19 59 83 0,80
KFB19x 75 19x75 156 21 69 100 1,20
KFB 22 x 86 22 x BB 182 25 a0 116 2,00
KFB 26 x 100 26 x 100 220 30 92 135 3,40
KFB 30 x 120 30x120 252 35 110 160 5,30
KFB 34 x 136 34 x 136 284 38 122 177 7,80
KFE 38 x 144 38 x 144 318 43 118 180 9,90

Stick electrode
ISO 3580: E Mo B, EN 1599: E Mo B 4 2 H5,
AWS A5.5-ASME II/C, SFA5.5: E 7018-A 1

Scope of delivery
Flight attachment

Example of the order
100 pcs. flight attachments KFB 22 x 86

Conveyor Chains and Components @
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SDS Flight attachments

Flight attachment for severe service in two strand and multiple
chain strand conveyors, runs over chain sprockets and plain
chain wheels with or without groove, two SDS-halves - forged
and case hardened, highly wear resistant, one SDS-half to
weld onto the head plate of the flight bar, simple assembly
and disassembly even on the tensioned chain system, install
the flight bar on the vertical chain links in the required flight
spacing, insert 2nd locking half and tighten the attachment bolt
to the specified torque; alternativ one SDS-half already welded
to distance plate available.

Surface finish: shotblasted — waxed

Type Chain E* A M K¥* Weight
SDS Flight attachments dxt [mm] [mm] [mm] [mm] [ka/pc.]
SDS 14 x50 14 x50 34 40 10 10 0,20
SDS 14 x 64 14 x 64 23,5 53 10 10 0,30
SDS 16 x 64 16 x 64 ar 51 12 10 0,50
SDS19x75 19x%75 33.5 61 14 10 0,70
SDS 22 x 86 22 x B6 52 70 16 15 1,00
SDS 26 x 100 26 x 100 60 BO 20 15 1,30
SDS 30 x 120 30x120 71 100 20 15 1,80

* Any other sizes and dimensions E on request.
** Recommended plate thickness.

Stick electrode

1ISO 2560: E 51 5 B110 20 (H)

EN 499: E 42 5B4 2 H5

AWS A5.1-ASME II/C, SFA5.1: E 7018-1

Scope of delivery
2 pes. halves, 1 pc. hex. bolt DIN 931-8.8, 1 pc. locking nut DIN 980-8.
Size of the distance plate and bolt length has to be specified

Example of the order
80 pcs. flight attachments SDS 22 x 86 with mounting bolt and nut

@ Conveyor Chains and Components
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KBE-I Flight attachments

Flight attachment for medium to severe service in two strand
and multiple chain strand conveyors, runs over chain sprockets
and plain chain wheels without groove, made from steel - wear
restistant; for welding or bolting to flight bar, simple assembly
and disassembly on the chain, pivot chain link into the flight
attachment and secure with locking pin.

Surface finish: shotblasted - waxed

KBE-|
Type A B Cc D E F Weight
KBE-I Flight attachments [mm] [mm] [mm] [mm] [mm] [mm] [ka/pe.]
KBE-| 14 x 50 50 105 58 30 13 20 0,70
KBE-1 16 x 64 56 130 70 40 17 28 1,20
KBE-| 19 x 75 65 130 70 40 17 35 2,00
KBE-| 22 x 86 75 140 80 40 21 40 3,20

Any ather sizes and dimensions on request.

Scope of delivery
Flight attachment and safety pin DIN 1481 without bolts and nuts

Example of the order
100 pes. flight attachments KBE-I 22 x 86

Conveyor Chains and Components @
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ST Flight attachments

=
Flight attachment made from steel for welding to flight bar; o [ 7] =8
suitable for light operating conditions in two strand chain | r\k -
conveyors, runs over chain sprockets and plain chain wheels | ﬂ!
without groove. \L | ) |1 L [ ki
I 1=
Surface finish: shotblasted — oiled (D; | ’q} 3 i
=t 7
| ki
- l
L |
=
ST
Type Chain e I b s Weight
ST Flight attachments dxt [mm] [mm] [mm] [mm] [ka/pc.]
ST8x31 8x 31 62 75 14 10 0,10
ST 10 38 1038 73 90 16 12 0,10
ST 14 x 50 14 x 50 90 110 20 15 0,30
ST 16 x 64 16 x 64 105 130 30 20 0,70
ST19x75 19x75 110 140 35 20 0,90
ST 22 x 86 22 x 86 125 160 40 25 1,30

Stick electrode

1SO 2560: E 515 B110 20 (H)

EM 499: E 42 5B4 2 H5

AWS A5.1-ASME II/C, SFA5.1: E 7018-1

Scope of delivery
Flight attachment and 2 pcs. safety pins DIN 1481

Example of the order
100 pcs. flight attachments ST 19 x 75

@ Conveyor Chains and Components

Any other sizes and dimensions on request.
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Attachments - weld-on plate

Attachment made from steel; welded to round steel chain for
bolting on flight bar; suitable for medium to severe operating
conditions in two strand and multiple chain strand conveyors,
runs over chain sprockets, pocket wheels and plain chain i

wheels with or without groove; tighten hex. bolts to the speci- ;
fied torque. B3l |
=
H
3 4
Weld on plate
Type Chain A B Cc Cc1 D E F Weight
Attachments - weld-on plate dxt [mm] [mm] [mm] [mm] [mm] [mm] [mm] [kg/pc.]
Weld an plate 18 x 64 18x64 35 126 51 40 30 3k 48 0,63
Weld on plate 19 x 75 19x75 46 134 75 40 20 18 58 0,75
Weld on plate 22 x 86 22x86 46 139 80 40 20 18 63 0.75

Any other sizes and dimensions on request.

Scope of delivery
Round steel chain with weld-on plates without mounting bolts and nuts

Example of the order

10 pes. HV-chains 22 x 86 G80 E10 L = 119 links = 10234 mm),
supplied as matched pairs, with weld on plates 22 x 86,

flight spacing = 6 links

Conveyor Chains and Components @
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KE-I Flight bars

Flight bar suitable for severe service in two strand and multi-
ple chain strand conveyors, made from steel or high resistant

Hardox-steel available, flight bar length resp. chain center chain dstarce -...+0,05xd
distance as specified by the customer, simple assembly and
disassembly on the slack chain, pivot chain links in the flight ||I
bar and secure with locking pins. Runs over chain sprockets Z]'f
and plain chain wheels without groove. d]‘ - - <
i
it
Surface finish: natural black-oiled !
KE-I
Type Chain A B c D
KE-I Flight bars dxt [mm] [mm] [mm] [mm]
KE-1 14 % 50 14 %50 50 a7 23 20
KE- 16 x 64 16 x 64 56 30 27 28
KE-119x 75 1975 65 33 31 35
KE-l 22 x 86 22 x 86 75 38 37 40

Scope of delivery
Flight bar with 2 pcs. safety pins DIN 1481

Example of the order
100 pcs. flight bars KE-| 22 x 86, Chain center distance = 600 mm

@ Conveyor Chains and Components

Any other sizes and dimensions on request.
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KR Pocket wheels

Pocket wheels are welded steel fabrications either in one piece
or with replaceable pocket segments for drive, guide and tail
sections; case hardened - highly wear resistant, fabricated
steel pocket wheels can be provided for every chain pitch-tooth
combination; any number of pockets available; hub design,
bore diameter, and key size can be specified by the customer.

KR-W-SEG
Type Chain No. of Piteh b Hub™* Hub** Weight
teeth circle
KR ../..~..W Pocket wheel diameter
KR ../..-..W-SEG Pocket wheel dxt ™ [mim] [mim] 1 DA [ka/pe.]

KR10/5-38 10 x 38 5 124 40 65 70 4,80
KR10/6-38 10 x 38 6 147 40 65 70 6,30
KR 14 /5- 50 14 x 50 5 162 60 65 70 9,90
KR 14 /6 - 50 14 x 50 6 194 60 65 70 14,00
KR 14 /8 - 50 14 x 50 8 257 60 90 100 27,00
KR 14 /10 - 50 14 x 50 10 320 60 100 110 42,00
KR16/8-64 16 x 64 8 329 70 130 150 57,00
KR16/9-64 16 x 64 9 368 70 130 150 69,00
KR19/8-75 19x75 8 385 70 150 170 82,00
KR19/10-75 19x 75 10 479 70 150 170 78,00
KR22/8-86 22 x B6 8 440 80 170 180 70,00
KR22/10-86 22 x 86 10 549 80 170 200 105,00
KR 26 /8- 100 26 x 100 8 513 105 220 250 227,00
KR 26/10-100 26 x 100 10 639 105 220 250 321,00
KR 34 /7-136 34 x 136 7 612 150 220 250 381,00

* Any other number of pockets and sizes on request.
** Hub length and hub diameter can be specified by the custumer.

Scope of delivery

Pocket wheel KR ... W1, in one piece, case hardened and with
machined hub

Pocket wheel KR ... W-Seg, machined hub, 2 pcs. case har-
dened tooth segments, counter plate with mounting bolts and
nuts

Example of the order

2 pcs. pocket wheels KR 19/10-75 W-Seg
ready to install - ANHSN
for chain 19 x 75, Number of teeth z = 10 .
Offset hub: length | = 150, length 11 = 50
Hub bore dia. = 100 H7 and keyway acc. to DIN 6885 R CE—

KR-W

Conveyor Chains and Components @
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KBE-A Flight attachments

Flight attachment for medium to severe service in two strand
and multiple chain strand conveyors, runs over pocket wheels
and plain chain wheels without groove, made from steel — wear
restistant; for welding or bolting to flight bar, simple assembly
and disassembly on the chain, pivot chain link into the flight
attachment and secure with locking pin.

Surface finish: shotblasted — waxed

KBE-A
Type A B o] D E F Weight
KBE-A Flight attachments [mm] [mm] [mm] [mm] [mm] [mm] [kg/pec.]
KBE-A 14 x 50 50 105 58 30 13 20 0,70
KBE-A 16 x 64 56 130 70 40 17 28 1,20
KBE-A 19 x 75 65 130 70 40 17 35 2,00
KBE-A 22 x 86 75 140 a0 40 21 40 3.20

Any other sizes and dimensions on reguest.

Scope of delivery
Flight attachment and safety pin DIN 1481 without bolts and nuts

Example of the order
100 pes. flight attachments KBE-A 22 x 86

e Conveyor Chains and Components
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U Flight attachments

Flight attachment made from steel for welding to flight bar;
suitable for light to medium operating conditions in two strand
and multiple chain strand conveyors, runs over pocket wheels B .
and plain chain wheels without groove. “' "| / \
]
|

Surface finish: shotblasted - oiled -

[FECEET L ELTN S

u
Type Chain A B (] E Weight
U Flight attachments dxt [mm] [mm] [mm] [mm] [ka/pe.]
14 x 50 14 x 50 80 60 20 38 0,35
U 16 % 64 16 x 64 55 70 28 44 0.60
2 / U19x75 19x75 65 80 35 50 1.00
U 22 x 86 22 x 86 75 95 40 60 1.60
U 26 x 100 26 x 100 90 111 45 70 2,50

Any other sizes and dimensions on request,

Stick electrode

ISO 2560: E 51 5B110 20 (H)

EN 499. E 42 5B4 2 HS

AWS A5.1-ASME II/C, SFA5.1: E 701841

Scope of delivery
Flight attachment and 1 pc. safety pin DIN 1481

Example of the order
100 Stk. flight attachments U 19 x 75

Conveyor Chains and Components @
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KE-A Flight bars

Flight bar suitable for severe service in two strand and multi-
ple chain strand conveyors, made from steel or high resistant
Hardox-steel available, flight bar length resp. chain center
distance as specified by the customer, simple assembly and
disassembly on the slack chain, pivot chain links in the flight
bar and secure with locking pins. Runs over chain sprockets
and plain chain wheels without groove,

Surface finish: natural black-oiled

Type Chain A B c D
KE-A Flight bars dxt [mm] [mm] [mm] [mm]
KE-A 14 x 50 14 % 50 50 30 23 20
KE-A 16 x 64 16 % 64 56 35 a7 28
KE-A 19 % 75 18X 75 65 40 3 35
KE-A 22 x 86 22 x B6 75 48 37 40

Scope of delivery
Flight bar with 2 pcs. safety pins DIN 1481

Example of the order
100 pcs. flight bars KE-A 22 x 86, Chain center distance = 600 mm

@ Conveyor Chains and Components

Any other sizes and dimensions on request.
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Plain tail and idler wheels

Plain tail and idler wheels ULR, ULS, UL and UK for scraper
conveyors, are welded steel fabrications with case hardened

chain contact points - highly wear resistant; any outside resp.

pitch circle dia. available; hub design, bore diameter and key
size can be specified by the customer.

pewag

ULR ... grooved and flanged chain wheel S | 0
ULS ... grooved and flanged chain wheels with replaceable [ _1__
segments |
UK ... grooved chain wheel :
UL .. plain flanged chain wheel
ULR
Type Chain Dt DA b b1 Hub** Hub** Correspon-
I DN ding
Plain tail and idler wheels dxt [mm] [mm] [mm] [mm] [mm] [mm] Mo. of teeth
U.. 101147 10x 38 147 175 45 14,7 65 70 <]
U..10/195 10x 38 195 225 45 14,7 65 70 8
U .. 14/256 14 x 50 256 280 60 22 90 100 8
U .. 14/288 14 x 50 288 310 60 22 20 100 9
U..14/319 14 x50 39 345 60 22 20 110 10
U..14/383 14 x 50 383 410 60 22 20 110 12
U.. 16/328 16x64 328 380 70 24,5 100 140 8
U ... 16/369 16x64 369 400 70 245 100 140 9
U ... 16/409 16x64 409 440 70 245 100 160 10
U ... 16/480 16 x 64 490 520 70 245 100 160 12
U .. 19/384 19x 75 384 420 80 29,5 120 170 8
U ... 19/432 19x75 432 465 80 29,5 120 170 9
U ... 19/479 19x75 479 515 80 29,5 120 170 10
U ... 22/440 22 x 86 440 480 95 34,5 130 190 8
uLs U .. 22/495 22 x B6 495 540 95 34,5 130 190 9
U ... 22/550 22 x 86 550 585 95 34,5 130 190 10
U... 26/513 26x100 513 560 105 40 155 200 8
U ... 26/576 26x 100 576 630 105 40 155 200 9
U ... 30/615 30x120 615 675 125 47 160 200 8
U... 30/691 30x120 691 750 125 47 160 250 9
U ... 34/697 34x136 697 760 140 52 180 250 8
U ... 34/783 34x136 783 850 140 52 180 250 9
UK * Any other sizes and dimension on request,
** Hub length and hub diameter can be specified by the custome.
b b1

uL

Example of the order

2 pes. idler wheels ULR 22/550

for chain 22 x 86, pitch circle dia. = 550 mm

Offset hub: length | = 150 mm, length I1 = 100 mm

Hub bore dia. = 80 H7 and keyway acc. to DIN 6885

174

|

. .

n
J

—_ =

11

uLs

uL

Conveyor Chains and Components @
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Chains and Components
(_content

Content

pewag Conveyor Chains as per works standard 38-47
and components
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Round steel chains for
conveyors as per works
standard

Round steel chains for conveyors with low conveying capaci-

ties and service hours, e.g. agricultural applications or cleaning o

scraper conveyors under belt conveyors etc; further special = £ BN £ £ N £ N

application are e.g. chains 8 x 25,4 G50 E7 electro galvanized N——> o R iy R —

in poultry processing plants.

Surface finish: up to chain diameter 11 mm natural black - 3124{5 et Bt o)

oiled, polished and waxed or as specified by the customer ! j e i, j

| i AS
WN
Standard and guality Chain Chain width  Chain width  Length 11 x t Weight Proof- Breaking-
b1 min. ba max. Tolerance Type A load load
dxt [mm] [mm] [mm] [kg/m] [kN] [kN]

WN GB0 7x22 83 23,7 242 + 1,5/-0,5 1,04 32,00 50,00
WN GB0 7x22 83 23,7 242 + 1,505 1,04 40,00 60,00
WN GBO 8x24 9.2 26,8 264 + 1,2/-0,6 1,38 40,00 63,00
WN GBO Bx24 9.2 26,8 264 + 1,2/-06 1,38 50,00 80,00
WN G50 E7 Bx254 9.4 26,6 2794 + 1,1/-0,4 1,35 24,00 40,00
WN GBO 8x31 10,3 28 341 + 1,4/-0,5 1,26 40,50 80,00
WN GBOD E10 8x31 10,3 28 341 + 1,4/-0,5 1,26 24,00 40,00
WN GB0 9x27 11 31 297 + 250,68 + 1,307 1,80 50,00 80,00
WN G8o 9x27 11 31 297 +2,5/-0,8 + 1,307 1,80 63,00 100,00
WN GB0 9x3 1 a1 341 + 1,405 1,67 63,00 100,00
WM GE0 10x28 14 359 308 + 1.4/-07 2,28 63,00 100,00
WN GBOD 10x 31 11 33 341 + 1.,4/-0,5 2,10 80,00 125,00
WN G40 E10 10x 35 14 36 385 + 1,7/-0.9 2,00 20,00 40,00
WN GB0 10x 35 14 36 385 + 1,7-0,9 2,00 63,00 100,00
WN GB8O 10x 35 14 36 385 + 1,7-0,9 2,00 80,00 125,00
WHN G80 E10 10x 38 12,5 34 418 + 1,9/-0,55 1,97 38,00 64,00
WN G40 E10 10 % 50 14 36 550 + 3,9/-2,2 1,80 20,00 40,00
WN G50 10 % 50 14 36 550 + 3,9/-2,2 1,80 40,00 80,00
WM GB0 11 x31 12,8 372 341 + 1,5/-0.8 2,70 95,00 150,00
WN G40 E10 13x45 18 47 495 + 2,2/-11 3,50 32,00 63,00
WHN G60 13 x 45 18 47 495 + 2,2/-1.1 3,50 106,00 170,00
WHN G40 E10 13x65 18,2 46,8 715 + 5,0/-2.9 3,07 32,00 64,00
WN G6&0 13 x 65 18,2 46,8 715 + 5,012.9 3,07 85,00 170,00
WN G40 E10 16 % 80 224 57,6 880 + 6,2/-35 4,70 50,00 100,00
WN G50 16 % 80 22,4 57,6 880 + 6,2-3,5 4,70 105,00 210,00

Proof/Breaking load tolerance -10% permissible depending on the batches.

Technical Datas Tolerance

Chain length L production tolerance = +0,3 / -0,15% = 0,45% for nominal diameter d: ca. +/- 0,4%

total; this means that the difference between chain lengths of for 1x pitch t: ca. 1,93%

10 m is max. 45 mm. for measured length 11 x 1: ca. 0,48%

Chain length production tolerance A S of matched chain divided into +2/3 and -1/3

lengths is 0,05% or max. 3 mm for two or multiple chain strand

conveyors. Example of the order

Chain length tolerance A S of matched chain ends max. 0,5 50 pcs. chains WN - A 8 x 31 GB0 L = 281 links, supplied as

mm. matched pairs

@ Conveyor Chains and Components

12



14/07/2020

L] ]
Chains and Components pewag

VG Connecting links

Connecting link with closing plate and locking pin for chains;
run over pocket wheels as vertical mounted chain link; brea-
king load as corresponding chain in quality GBO.

Surface finish: PCP-coated

Type d 1 ba bi -] ] a | Weight

VG Connecting links [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [ka/pe.]
VG722 ¥ 22 27 10 20 4 2.5 52 0,04
VG 8x24 8 24 29 1 20 4 3 52 0,05
VG 9x 27 9 27 32 12 22 4 3 62 0.07
VG 9/8 x 31 9 31 31 11 22 4 3 62 0,07
WG 10x 28 11 28 36 14 22 4 3 62 0,09
VG 11/10 x 31 11 3 36 14 28 5 3 73 0,11

Scope of delivery
Connecting link, closing plate and locking pin

Example of the order
100 pes. connecting links VG 8 x 31

Conveyor Chains and Components @
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BM Flight attachments

Flight attachment for use with chain ends and for bolting on the
flight bars, forged, through hardened and with inductiv harde-
ned interlink points of contact; hardening depth 0,1 x d; surface
hardness min. 600 HV10; runs over chain sprockets or pocket

wheels and plain chain wheels with or without groove. i W
L O [T e e = . W _e_ . U §
Surface finish: PCP-coated ; T 10 QQLL
! ' c f |a
=
BM
Type Chain t d i m [ e f g a n d1 Weight
BM Flight attachments dxt [mm] [ka/pe.]
BM8x31* 8x31 i 8 21 10 47 62 30 1 20 20 9 0,18
BM10x35 10x35 35 10 12 10 a5 82 40 30 30 22 8,5 0,25
BM13x45 13x45 45 13 15 12 71 100 50 34 35 28 125 0,50

Any other sizes on request.
* Only trough hardended.

Scope of delivery
Flight attachment without mounting bolts and nuts

Example of the order
100 pcs. flight attachments BM 10 x 35

@ Conveyor Chains and Components
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Screw connecting links,
Screw-VG

Connecting link for chains; run over sprockets and/or pocket
wheels depending on the chain pitch; recommended assembly
as vertical mounted chain links; breaking load apprx. 1,5 times
of the proof load.

Surface finish: PCP-coated

ScrawVG
Type Chain d ¥ ba a bi Screw Proof Weight
Screw connecting links max. min. load
Screw-VG dxt [mm] [mm] [mm] [mm] [mm] [kn] [kg/pe.]
; Schraub-ViG 6 x 18,5 6x 185" ] 185 206 6,7 7.4 M4 13,3 0,013
o = Schraub-VG 7 x 22 Tx22 7 22 24 8 9 M S 20 0,02
Schraub-ViG 8 x 24 Bx24 8 24 27 ] 10 M5 24 0,03
Schraub-VG 8 x 25 4 Bx254 8 25.4 26 2] 9 M5 24 0,03
Schraub-VG 9 x 27 9x27 9 27 3 10 12 M & 30 0,05
Schraub-ViG 8/9 x 31 9x31 9 3 3 9.5 11 M & 30 0,05
Schraub-VG 10 x 28 10x 28 10 28 34 11 14 M7 a7 0,06
Schraub-VG 10 x 35 10x 35 10 35 36 11 14 M7 a7 0,07
Schraub-VG 10 x 50 10 x50 10 50 36 11 14 M7 37 0,09
Schraub-VG 11 x 31 11 %312 11 31 ar 12 14 M8 45 0,08
Schraub-VG 13 x 85 13 %65 13 65 47 15 18 M8 35 0,21
Schraub-ViG 16 x B0 16 x BO 16 80 58 17 22 M 10 80 0,38

Any other sizes on request.
'l Screw-VG 6x18.,5 also suitable for chain 5x18,5 as vertical mounted link.
% Screw-VG 11x31 also suitable for chain 10x31 as vertical mounted link.

Scope of delivery
Screw connecting link with screw

Example of the order
100 pcs. screwVG 8x 25,4

Conveyor Chains and Components 0
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SG Flight attachments

Flight attachment for bolting on the flight bar; run over pocket

wheels on horizontal mounted chain links.

Surface finish: natural black (nsw) or electro galvanized (gzn)

o

Type Chain Part1a+b a b ] Weight

Screw per set
SG Flight attachments dxt [mm] [mm] [mm] [ka]
o SGT7x22 Tx22 M 8x35 13,5 26 20,5 5,70
! p SG8x24 8x24 M 8x 35 14 29 21 505
~— SG 8 x 31 8x31 M10x40 16 a1 25 8,30
SGoxar 9x27 M 8 x 35 15,5 30 22 5,05
S5Gax3 9x31 M 10 x 40 16.5 3 25 8,30
SG10x3 10x 31 M 10 x 40 19,5 36 30 8.68
SG10x38 10x 38 M 10 x 40 19,5 38 1] 8,68

SG 14 x50 14 x50 M 16 x 60 23 48 as 28,67

Scope of delivery per set

Part 1a highly durable special T-head bolt or
Part 1b  highly durable profiled bolt

Part2  intermediary fitting piece (drop-forged)
Part3  nut or locking nut
Part4  lock washer

Example of the order
200 pes. flight attachments SG 8 x 31

Conveyor Chains and Components

12



14/07/2020

Chains and Components pewag

IR Chain sprockets,
various cast qualities

Chain sprockets in one piece - varios cast qualities.

Material

GG gray cast

GS 52 cast steel

GS 52 E case-hardened cast steel

Type Chain MNo.of  Pitch Qut- Rim Hub Hub Hub Model Weight
teeth circle sidee witdh D L L1 type
o Dt Da B
IR Chain sprockets dxt z [mm] [mm] [mm] [mm] [mm] [mm] [kg/pe.]
IR 8/5-31 8x31 5 100 104 29 60 40 D 1,20
IR 8/6-31 Bx31 6 120 126 25 60 40 D 1,65
IR &7-31 8x31 7 139 152 25 70 45 Cc 2,40
IR 8/10-31 8x31 10 198 205 29 80 50 D 4,35
IR 10/10-35 10DIN 764 10 224 235 35 83 65 30 D 5,60
IR 10/8-38 10x 38 8 195 208 35 90 60 27 D 5,00
IR 10/10-38 10 x 38 10 243 257 35 98 80 26 D 8,40
IR 10/6-50 6 183 214 35 70 50 D 4,00
IR 10/8-50 10DIN762 8 256 269 36 118 70 50 D 9,20
IR10/11-50 10DIN762 11 350 380 37 82 20 D 16,10
IR 13/8-65 13DINT62 8 333 344 48 128 102 31 D 18,70

Any other sizes on request.
For all listed dimensions the usual cast tolerances are valid.

Model type

A full sprocket with hub on one side

B full sprocket with hub on both sides

C plate body sprocket with hub on both sides
D arm body sprocket with hub on both sides

Scope of delivery
chain sprocket, bore dia. and key size as specified by the
customer

Example of the order
4 pes. chain sprockets IR 10/10-38 GS 52 E

for chain 10 x 38, No. of teethz = 10
Hub bore dia = 50 H7 and keyway acc. to DIN 6885

Conveyor Chains and Components @
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KR Pocket wheels,
various cast qualities

Pocket wheels — various cast qualities

Material

GG gray cast

GS52 caststeel

GS 52 E case-hardened cast steel

Hub
Type Chain No.of Pitch  Out- Rim Hub Hub Hub  Me- Weight
po- circle side witdh D |E: L1 del
ckets o [} B Type
Dt Da
KR Pocket wheels dxt z [mm] [mm] [mm] [mm] [mm] [mm] [ka/pe.]

KR 5/8 5x1B5DINTE6 B 107 113 33 33 A 1,40
KR 6/8 6x1B5DIN7686 B8 95 105 28 53 53 a7 B 1,50
KR 7/5 7x22 DIN 766 5 71 90 41 41 A 0,80
KR 7/6 7x22 DIN 766 5} 85 93 42 42 A 1,40
KR 8/5 Bx24 DIN 766 5 78 93 51 51 A 1,50
KR 8/6 8x24 DIN 766 5 a3 08 49 49 A 1,90
KR 8/7 Bx24 DIN 766 7 108 19 45 45 A 2,95
KR 8/5-31 Bx 31 5 100 115 46 48 A 1,95
KR 8/5-31 8x31 5 100 115 46 65 61 36 G 2,50
KR 8/6-31 8x31 6 120 135 45 45 A 295
KR 8/7-31 Bx3 7 138 156 46 45 A 4,40
KR 9/7 9x27 DIN 766 7 121 140 51 51 A 3,30
KR 10/8-35 10x35 8 179 203 53 100 60 c 16,00
KR 10/10-38 10x38 10 243 266 40 110 60 40 c 20,00
KR 13/9-45 16x56 DIN 764 9 259 296 65 170 90 c 24,00
KR 14/6-50 14 x 50 6 183 226 76 100 113 72 B 15,00
KR 16/6-56 16x56 DIN 764 6 217 245 88 a8 A 19,40

Any other sizes on request.
For all listed dimensions the usual cast tolerances are valid.

Model type
A full wheel without hub

B full wheel with hub on one side

C full wheel with hub on both sides

D plate body wheel with hub on both sides

Scope of delivery
pocket wheel, bore dia. and key size as specified by the custo-
mer

Example of the order
4 pes. pocket wheels KR 10/10-38 GS 52 E

for chain 10 x 38, No. of teeth z = 10
Hub bore dia = 50 H7 and keyway acc. to DIN 6885

@ Conveyor Chains and Components
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TR .. FB Pocket wheels,

machined

For further applications, e.g. for hoists or any other type of

chain drives machined pocket wheels with different materials
and heat treatment can be supplied. Any number of pockets
available, hub design, bore diameter, and key size can be spe-

cified by the customer.

pewag

T'\I ~T
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B

TR ..FB
Type Chain No. of Pitch circle Qutside o Rim witdh
teeth oDt Da B
TR .. FB Pocket wheels dxt z [mm] [mm] [mm]

TR 7/5-22 FB Tx22 5 72 78,5 37
TR 7/6-22 FB Tx22 [ 85 95 35
TR7/7-22 FB Tx22 7 a9 110 30
TR 8/5-24 FB Bx24 5 78 90 38
TR 8/24-24 FB Bx24 24 366 374 40
TR 8/30-24 FB Bx24 30 457 465 40
TR 8/9-31 FB 8x31 9 179 187 40
TR 9/5-27 FB 9x27 5 88 97 43
TR 9/8-27 FB 9x 27 8 138 160 45
TR 10/7-28 FB 10x 28 T 127 137 42
TR 10/10-28 FB 10x 28 10 179 190 54
TR 10/12-28 FB 10x 28 12 214 225 49
TR 10/14-28 FB 10x 28 14 250 262 50
TR 14/10-560 FB 14 x 50 10 320 340 65
TR 16/7-45 FB 16 x 45 T 203 219 90
TR 16/8-45 FB 16 x 45 8 231 247 920
TR 16/11-45 FB 16 x 45 1 231 2475 20
TR 20/6-70 FB 20 x 70 6 271 290 100
TR 22/7-86 FB 22 x B6 7 388 420 90
TR 26/8-92 FB 26 x 92 8 473 510 120
TR 30/8-105 FB 30 x 105 8 540 600 140

Material

Any other sizes on request.

St 52-3, natural hard or case hardened
CrMo-alloyed steel, through hardened

MnCr-alloyed steel, case hardened

Scope of delivery

Pocket wheel machined, material has to be specified

Example of the order

4 pcs. pocket wheels TR 10/12-28 FB

for chain 10 x 28, No. of teethz = 12

Hub length central = 80 mm (40 + 40)

Hub bore dia = 50 H7 and keyway acc. to DIN 6885

Conveyor Chains and Components @
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TR Pocket wheels,

in various cast qualities

The pocket wheels can be supplied in different model types

with different hub designs.

Material

GG gray cast

GS 52 caststeel

GS 52 E case-hardened cast steel

TR
Type Chain No. of  Pitch Qut- Rim Hub Hub Model  Weight
teeth circle  sidee  witdh D L type-
o Dt Da B type [ka/
TR Pocket wheels dxt z [mm]  [mm] [mm] [mm]  [mm] pe.]
TR 5/5 5x% 18,5 DIN 766 5 60 73 27 27 A 0,55
TR5/8 5x 18,5 DIN 766 a 95 107 28 28 A 1,30
TR5/14 5x 18,5 DIN 766 14 165 188 33 51 46 D 2,80
TR&/7 5,5u.6x18,5DIN 766 7 83,4 104 36 36 A 1,50
TREM0 5,5u.6x18,5DIN 766 10 118 138 36 €0 36 D 2,20
TREM15 5,5u.Bx18,5DIN 766 15 177 190 ar 70 45 E 3,20
TR 6/20 5,5u.6x18,5DIN 766 20 236 256 35 61 55 E 4,30
TR 6/26 5,5u.6x18,5DIN 766 26 307 328 g 65 52 E 8,25
TR 7/5 Tx22DIN T8 5 71 84 40 40 A 1,10
TR 7/6 7 % 22 DIM 766 6 85 100 41 4 A 1,60
TR77 7 %22 DIN 76 7 a9 113 a4 4 A 2,10
TR 8/5 8x 24 DIN 766 5 78 94 43 43 A 125
TR 8/6 8x 24 DIN 766 6 a3 103 45 45 A 1,90
TR 8/6 8x 24 DIN 766 6 93 104 45 41 83 c 2,30
TR 87 8x 24 DIN 766 7 108 123 40 52 40 D 185
TR 8/8 8x 24 DIN 786 8 123 130 47 60 58 c 4,00
TR 812 8x 24 DIN 766 12 184 200 38 T4 55 D 4,30
TR 812 8 x24 DIN 766 12 184 198 46 85 62 B 9,60
TR 817 8 x 24 DIN 766 17 262 279 44 86 61 D 9,20
TR 818 8 x 24 DIN 766 19 290 311 a7 210 55 c 26,00
TR 8/5-31 8x31 5 100 114 46 45 A 2.35
TR 8/6-31 8x31 6 120 136 45 46 A 3,50
TR 8/9-31 8x 31 a 179 194 45 80 54 D 5,40
TR 8/9-31 8x31 a 179 187 45 101 59 D 7.30
TR 9/5-31 9x31 5 100 127 50 50 A 2,80
TR 9/8 9 x 27 DIN 766 8 139 159 &2 T2 &7 D 4,30
TR 9/8-31 9x3 3] 159 182 49 66 58 8] 5,20
TR9,5/M18 95x27 DIN 766 18 308 340 54 148 80 E 18,10
TR10/8 10 x 28 DIN 766 8 144 163 54 75 60 8} 5,00
TR 10/10 10 x 28 DIN 766 10 179 205 55 84 80 D 7.00
TR 10/10 10 x 28 DIN 766 10 172 20 54 80 80 c 10,80
TR10/7-35 10 x35 DIN 764 7 157 184 60 83 70 c 10,00

@ Conveyor Chains and Components
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Chains and Components
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Type Chain No.of  Pitch Qut- Rim Hub Hub Model Weight
teeth circle sides witdh D L type-
o Dt Da B type [ka/
TR Pocket wheels dxt z [mm] [mm] [mm] [mm] [mm] pe.]
TR 11/5 5 100 130 57 71 a3 B 4,00
TR 11/6 11 x 31 DIN 766 6 120 145 55 55 A 3,70
TR 1112 12 238 260 60 B0 70 o3 18,80
TR11/16 16 317 330 61 162 112 D 30,20
TR 13/5 5 117 139 71 71 A 4,40
TR 13/9 13 x 36 DIN 766 9 207 231 66 88 90 D 13,20
TR 13/9 9 207 231 68 158 103 B 21,00
TR 13/9 9 207 231 68 158 113 C 22,00
TR 13/8-45 ] 231 257 67 106 91 D 14,30
TR 13/8-45 13 x 45 DIN 764 8 231 257 T2 72 A 21,80
TR 16/7-56 16 x 56 DIN 764 7 251 288 76 76 A 23,40
TR 16/9-56 9 322 359 85 165 100 D 46,40

Any other sizes on request,
For all listed dimensions the usual cast tolerances are valid.

Model type
A full wheel without hub

B full wheel with hub on one side

C full wheel with hub on both sides

D plate body wheel with hub on both sides
E arm body wheel with hub on both sides

Scope of delivery

Pocket wheel, bore dia. and key size as specified by the

customer

Example of the order
4 pcs. pocket wheels TR 8/9-31 GS 52
for chain B x 31, No. of teethz = 9

Hub bore dia = 50 H7 and keyway acc. to DIN 6885

Conveyor Chains and Components @
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Assembly and
Maintenance Instructions

Instructions and Questionnaire

Content

Instructions
Questionnaire - Scraper Conveyor

Rk kg
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Instruction and Guestionnaire

Assembly of the drive and
tail wheels

Pay attention to maintaining the correct chain center distance;
Drive, guide and tail shafts must be installed parallel and all the
wheels must be in line.

Recommended assembly of the
chain lengths

* Connect individual chain
lengths with connecting links
* Install the connected chain
lengths into the conveyor i ="
trough
* Connect into an endless loop
+ Assemble the flight attachments
and flight bars
+ Tension the assembled system

The chain lengths are supplied

bundled in pairs. In order to avoid

mixing up of the chain lengths, the

wire for the bundling should only be opened in the course of the
assembly; the chain lengths must be assembled in the conveyor
lying parallel, this is the only way to guarantee that chain loops
will be of the same length; if the chain lengths are mixed before
installation the final links of every chain lengths are marked with
the chain length number and are colour coded.

It is possible to get the chain lengths perfectly matched with
the chain length numbers resp. the colour marking; during the
assembly of the chain lengths please take care that the welds of
the vertikal chain links point to the wheel center. The position of
the other links can be as required.

Pay attention that the chain
couplings are installed in the
correct position

Chain couplings KHV can only
be mounted as vertical chain
links for all conveyors and chain
systems.

Connecting links VHV are
mounted as vertical or horizon-
tal chain links and the locking
lash with the marking must point
outwards but only as horizontal

@ Conveyor Chains and Components

chain links with horizontal and additional inclined conveying
sections with sprockets.

Shortening of the chain may be

necessary to shorten the chain in @ @
order to obtain the exact requi- -

red chain length of the make - up T g

lengths, or if the chain lengthens

due to wear. If chain shortening

is necessary an even number of

chain links (2, 4, 6, and so on)

must be cut out from both chain

loops. Links must be cut out with

a cutting disc or a burner. Pay attention not damage or overheat
the neighboring links.

The pitch circle dia. of the sprocket RHV is adapted with shim-
plates to the individual teeth. Shimplates and new teeth can be
installed without disassembly the chain. The thickness of the
shimplates can only be determined by measuring the chain
lengthened due to wear. As soon as the case hardened layer
is worn off the wear will increase rapidly. Chains and sprocket
teeth will wear out under normal operating condition at the same

i .4
e @ Y B

Shimplates should be fitted when the chain is lengthened due
to wear by apprx. 2,5%. The replacement of the chain is recom-
mended with the guality grade E10 by a chain wear of apprx.
3,5% and quality grade E14 by 5%.

Pay attention to a uniform charging over the full trough width of
the conveyor. Both chain loops must be equally loaded due to
conveying material and chain tractive forces. Asymetric loading
on the chain loops lead sooner or later of an increase in pitch
due to wear and to slanting flight bars.

The conveying speed should be adjusted to the conveying ca-
pacity so that a maximum loading of the flight bars is achieved.

The chain tension must be checked regularly, especially du-
ring commissioning of new chains to check the elongation of
the chain due to wear.

12
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Instruction and Questionnaire

Basically, the chain tension should only be as high as necessary
for trouble-free operation. Both chain loops must be equally ten-
sioned. Excessive tension will increase the chain wear rate and
will reduce the chain life.

Thread size Nm Lbfjft.
M8 10 F g
M8 25 18
M10 49 35

M 12 85 62

M 14 135 a8

M 16 210 152
M 18 300 217
M 20 425 307
M 22 580 420
M 24 730 528
M 27 1.100 796
M 30 1.450 1.049
M 33 1.900 1.136
M 36 2.450 1.772

Tightening torgue Nrm and Lbift for bolts and hex. nuts strength class 8.8 and &,

Owverall Friction Coefficient of g = 0.14

Conveyors designed with long sections of unsupported round
steel chains require very high pre-tensioning loads. This can be
avoided by supporting the chain with guide rails.

Densely packed material may cause the chain to disengaging
from sprockets or idler rollers. To prevent this strong rigid chain
guide assemblies should be located before, after and around
the contact points of changes in chain travel.

pewag
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